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Cedar Field

Grading/Fill Area

Athletic Surfacing and lighting project
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EXISTING BUILDING - BOYS AND GIRLS CLUB

AutoCAD SHX Text
1. ANTICIPATED CUT QUANITITY = 1000 YD² ANTICIPATED CUT QUANITITY = 1000 YD² 2. ANTICIPATED FILL QUANITY = 1000 YD² ANTICIPATED FILL QUANITY = 1000 YD² 3. THE PROPOSED FIELD SURFACE IS AN ARTIFICAIL THE PROPOSED FIELD SURFACE IS AN ARTIFICAIL GRASS SURFACE 4. ALL EXISTING WOOD LIGHT POLES WILL BE ALL EXISTING WOOD LIGHT POLES WILL BE REMOVES AND REPLACED WITH 60' METAL POLES WITH ATTACHED L.E.D. LIGHTING. 5. ALL FENCING SURROUNDING THE BASEBALL ALL FENCING SURROUNDING THE BASEBALL FIELD WILL BE REMOVED AND REPLACED WITH SIMILAR FENCING.  6. A 12" CONCRETE CURB APRON WILL BE A 12" CONCRETE CURB APRON WILL BE INSTALLED TO SERVE AS AN ATTACHMENT POINT FOR THE NEW ARTIFICIAL GRASS SURFACE, AND A FOUNDATION FOR THE PROPOSED CHAIN LINK FENCING. 7. AN 8" PVC DRAINAGE SYSTEM WILL BE AN 8" PVC DRAINAGE SYSTEM WILL BE INSTALLED UNDER THE ATHLETIC SURFACING. DRAINAGE PLANS MAY CHANGE DUE TO MANUFACTURERS SPECIFICATIONS/DESIGN. IT IS ANTICIPATED THAT THE SURFACE WILL BE 100% INFILTRATION. 
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